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8" ¢ Ductile Iron Pipe

See Bridge Approach

Plan in Roadway Plans.
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2 8" ¢ Collector Pipe

12" ¢ sleeve for 8" ¢ DI Pipe
Fill gap between sleeve and
pipe with non-shrink grout

8x8 Cast Iron fo PVC Flexible Coupler

Bridge Deck
Diaphragm D

r«-—— & 6" ¢ Floor Drain

Diaphragm DI i
(Typ.) ;

¢ 6" ¢ Floor Drain—=
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¢ 6" ¢ Floor Drair—i

45° Elbow

B

,,,,,,,,, R [~ Clean Qut Plug

Pipe Hanger (Typ.)

5-0" Max.
Hanger
Spacing

¢ Brg. W. Abut.

\8" ¢ PVC Collector Pipe

Maintaln above botfom of
bottom flange of Beam 1
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¢ Pier | ——= ¢ Pler 2

BEAM 1 ELEVATION
(Looking No:th)

le—— ¢ 6" ¢ Floor Drain

i
i
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— Diaphragm DI

22:° Bend

8x8 Cast Iron to PYC Flexible Coupler

2" ¢ sleeve for 8" ¢ DI Pipe

Clean Out P/ug—/

225° Bend

500 lbs * capacity (Min.)
Concrete Insert
or Expansion Anchor

. Varies

g

le——— 5" ¢ Galvanized Rod

[u Galvanized Sleeve Nut

le—— 53" ¢ Galvanized Welded Eye Rod

5" ¢ SS bolt, nut and lock washer

Galvanized bar 2%" x g

5" ¢ SS bolt, nut and
lock washer Hand tighten

TYPICAL SECTION
PIPE HANGER DETA

" Fabric Pad 8" ¢ Collector Pipe

BEAM { ELEVATION
(Looking Ncrth)

* . N
e Single coil, flared loop
inserts cast In deck
or expansion anchors
for 3" ¢ stud bolts

l.__ %" 6 SS stud bolfs,
threaded 3" for insert
end and 6" for clamp
end, with 2 locknuts

g Fabric Pad

Pipe clamp galvanized
in accordance with
AASHTO M-232

* Dimension as required
by Pipe Clamp

PIPE HANGER DETAILS

45° Elbow [ Bridge Deck (Typ.) E Diaphragm D |
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Horger Pipe Hanger (Typ.) 8" ¢ PVC Collector Pipe
Spacing

¢ Brg. E. Abut. -

f—— § 6" ¢ Floor Drain Fill gap between sleeve and
: pipe with non-shrink grout

8" ¢ Ductile Iron Pipe
See Bridge Approach
Plan in Roadway Plans.

Corporate License Number 184-001-084

DRAINAGE SYSTEM DETAILS

NOTES

Coltector Pipes, Drain Pipes and fittings shall be
6" ¢ or 8" ¢ Schedule 80, PVC conforming to ASTHM
Standards DI785, D2464, or D2467.

Cost of Collector Fipes, Drain Pipes, fittings, pipe
hangers, and couplers included in lump sum payment
for Drainage System.

PVC type material shall be gray in color or painted

WESTBOUND HARRISON AVENUE
OVER UP & CC&P RAILRCAD
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gray in accordance with PVC manufacturer’s
recommendations.
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